directION Flowcell Cat No 4001

Technical specification.

Description.

The 4001 Flowcell is designed for use in line with the directION Zero dead volume flowcell modules. One reference electrode may serve several ISE modules in line if the meter being used has a common reference socket.

Bore Diameter: 2.3mm

Sensor Width:   18mm

Material:           Acrylic

Connector:        1mm Pin

Volume;            30 microlitres.

Type:                Classic Ag/Agcl reference system.

Fill Solution:    3 Molar KCL

Junction;           Porous teflon for low leak rate and high resistance to blockage.

The reference is supplied already filled with super saturated KCL/AgCl filling solution and it is normal for some of the KCL to remain in its undissolved state. This will not detract from the performance of the system.

Filling your Reference electrode:

The electrode fill hole is located underneath the reference electrode label .

1. Remove label.

2. Using a syringe fill electrode through the fill hole with 3 Molar KCL.

3. Wipe surface around hole until clean and dry.

4. Replace label.

Your electrode is now ready for use.

Cleaning the bore.

It may sometimes be necessary to clean the bore of the reference electrode.

This is best performed using the micro brush supplied with each module. For best results this should be done whilst the module is wetted os submerged in a detergent solution.

For further information contact EDT directION ltd;  Tel: 01304 829960
